ECOMAX Tips
Make sure the racks are held in place properly.
Correct

Incorrect

The 6 hoses on the left are for drainage. The 2 on the right are for replenishment.
I have used a cable tie to hold the 6 on the left together for this picture.
Note the label above the hoses that clearly identifies the function of each drain hose.
The drain hoses with the valve attached hold the fluid in the processor and only drain when the valve is opened.

Draininage

Replenishment

The drain valves must be closed (perpendicular to the valve body) to hold the fluids in the processor.
The drain valves are only opened when completely draining the processor for a cleaning or storage.

Closed

The drain hoses are attached to the drain valves using the nut on the drain valve.
The drain hoses are attached to the other fittings using the supplied clamps.

Use supplied nut on the drain valve to attach
the drain hose.

Use supplied clamps to attach the drain hose.

All drain lines must be straight and at a constant decline.

Correct

Incorrect

The end of the drain lines should be just entering the drains or containers. If the end of the drain line is
below the level of the fluid, the fluid will overflow inside the processor.

You can place the black floating lid inside the developer replenisment tank. It will float on top of the developer
fluid, reducing surface area exposed to oxidation, keeping your developer fresher longer.

Use one of the supplied clamps to attached the replenishment lines to the replenishment straws.

Use the supplied water hose to connect to the processor.
Connect the other end to a freshwater supply. You may need to use the supplied fitting.

Connected to the processor

Connected to freshwater using the adapter
The fluid levels should all be at the top of the overflow drains. (shown without racks for ease of viewing)

The safety interlock switch is located under the blue cover.

It can be seen through the slot in the blue cover.

The tab on the large cover pushes the switch arm down. If the switch arm is not down, the processor will not run.

Properly positioned

Finally, this is how the metal film fingers will look when properly
installed at the end of the processor where the film exits.

